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INSTALLATION DATA
S-30 / S-53 / S-55 SerieS

icemaker Water ValVeS

WArNINg: 

ELEcTrIcAL ShOck hAzArD.

Turn off power at the main power source before installing an 
Icemaker Water Valve.  DO NOT restore electrical power to the 
unit until the Icemaker Water Valve is properly installed and 
the compartment cover is secured with the retaining screws 
supplied with the unit.

 

 1. Disconnect the power source to the unit.

 2. Turn off the water supply.

 3. Pull the appliance away from the wall being  
  careful not to put a kink in the water line.

 4. Remove the compartment cover to gain access to the  
  water valve.  Keep any retaining screws.

 5. Remove any screws retaining the water lines and the  
  valve.  Keep the retaining screws.

 6. Remove the water lines from the water valve.  Place both  
  water line ends into a bucket to catch the water in the hoses.

 7. Disconnect the wiring plugs from the water valve coil.  

 8. Connect the outlet hose to the outlet of the new water valve. 

 9. Put the new water valve into the original valve location.

 10. Secure the water valve with the retaining screws.

 11. Connect the wiring plugs to the water valve coil.

 12. Re-attach the inlet hose to the water valve.  

 13. Replace the compartment cover and secure the cover with  
  the retaining screws.

 14. Reconnect the electrical power.

 15. Push the appliance back against the wall being careful not to  
  put a kink in the water line.

 16. Turn the water supply on and check for proper operation.

S-30
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S-55



DATOS DE INSTALAcIÓN
SerieS S-30 / S-53 / S-55
VÁlVUlaS De aGUa Para  

FaBricaDOra De HielO

 

ADVErTENcIA: 

PELIgrO DE chOquE ELécTrIcO. 

Interrumpa el suministro de energía proveniente de la fuente 
principal antes de instalar una válvula de agua para fabricadora 
de hielo. NO rESTABLEzcA el suministro de energía hasta que 
la válvula de agua de la fabricadora de hielo esté correctamente 
instalada y la tapa del compartimiento esté asegurada con los 
tornillos de fijación que vienen con la unidad. 

 1. Desconecte la fuente de energía que alimenta la unidad.

 2. Interrumpa el suministro de agua.

 3. Retire el aparato de la pared sin retorcer la cañería de agua.

 4. Retire la tapa del compartimiento para tener acceso a la  
  válvula de agua. Conserve los tornillos de montaje.

 5. Retire los tornillos que sujetan las cañerías de agua y la  
  válvula. Conserve los tornillos de montaje.

 6. Retire las cañerías de agua que llegan a la válvula. Coloque  
  los extremos de ambas cañerías en un balde para recoger el  
  agua de las mangueras.

 7. Desconecte las fichas de cableado de la bobina de la válvula  
  de agua.

 8. Conecte la manguera de salida a la salida de la válvula   
  nueva.

 9. Coloque la válvula nueva en el lugar de la válvula original.

 10. Asegure la válvula de agua con los tornillos de montaje.

 11. Conecte las fichas de cableado a la bobina de la válvula  
  de agua.

 12. Vuelva a conectar la manguera de entrada a la válvula  
  de agua.

 13. Vuelva a colocar la tapa del compartimiento y asegúrela con  
  los tornillos de fijación.

 14. Reconecte el suministro de energía eléctrica.

 15. Empuje el aparato de nuevo contra la pared sin retorcer la  
  cañería de agua.

 16. Abra el suministro de agua y controle si funciona   
  correctamente.
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